
SCHEDA TECNICA TEATRO GOVI AGGIORNATA AL 05/7/2026 

 

TEATRO: 

– Posti a sedere: 374 posti + 6 spazi disabili 

– 4 camerini con servizi dedicati ed accesso diretto al palco lato SX (FOH) 

– Palco in travi di legno con eventuali di tappeti di linoleum da 3mm su richiesta 

(almeno 2 settimane prima). 

– Carico/scarico tramite agevole porta di sicurezza piano strada direttamente in platea solo in 

orari diurni. Dalle 22:00 consigliamo di usare la porta principale. 

– Regia posta al livello dell’ultima linea di sedute a fondo sala. 

 
NON è possibile avvitare viti o piantare chiodi al legno del pavimento. 

Le uscite di sicurezza dovranno essere TASSATIVAMENTE LIBERE da intralci o passaggi 

di cavi. 

 
PALCO: 

– Spazio scenico larghezza 12 m, profondità 10 m, altezza 6 m 

– Il teatro è dotato di graticcia solo nella parte posteriore 

– 3 quinte per lato 

– Sipario scorrevole su guida, tessuto rosso con decorazioni oro, movimento manuale a SX 

(FOH) della scena 



DOTAZIONE TECNICA 

 
QUADRO & SPINAMENTI: 

– Fornitura elettrica del teatro 60kW trifase. 

– Prese CEE disponibili su entrambi i lati del palco: 

Lato DX (FOH) 

2x 3P+N+E 400 V 32 A ; 3x 2P+T 230V 16A 

Lato SX (FOH) 

5x 3P+N+E 400 V 32 A ; 4x 2P+T 230V 16A 
 

 
AUDIO: 

– Impianto audio attivo: 

2 diffusori JBL EON715 (altezza proscenio) 

2 diffusori JBL EON715 (a metà platea) 

2 subwoofer JBL EON718S 

– 4 casse/monitor disponibili: Yamaha MSR400 

– 3 monitor floor disponibili: Proel WD12AV2 

 
– 3 Shure SM58 wired 

– 1 Shure SM57 wired 

– 1 Shure SM58 wireless 

– 2 handheld tBone freeU HT wireless 

– 2 archetti tBone free solo 1.8GHz 

– 2 Microfoni generici dinamici 

– 8 Aste microfoniche 

– 2 DI Box 2ch “Behringer Ultra DI DI-20” 

 
– Mixer audio analogico 24ch Samson L2400 4 BUS 

– Mixer audio digitale Presonus Studiolive 32S con relativa stagebox 

Il teatro mette a disposizione solo cavi XLR-XLR 

 
LUCI: 

– Quartz Titan V17 

– Mixer Faster 2448 

– Mixer DMX512 

– Enttec DMX USB 1 universo 

– 1 splitter DMX: tutto il materiale del teatro lavora su un singolo universo 

– 12 fari COB RGBWAUV 

- 4 in 1^ americana 

- 4 in 2^ americana 



- 4 in 3^ americana 

– 4 Dimmer per fari teatrali da 6ch 

18ch occupati dalle luci già presenti - 8ch disponibili con presa 2P+T 230V 16A 

– 3 fari (1000w) 1^ americana 

– 6 fari (3 coppie - 1000w cad.) 3^ americana 

– 2 fari (1 coppia - 1000w cad.) di taglio galleria SX altezza proscenio (FOH) 

– 2 fari (1 coppia - 1000w cad.) di taglio galleria DX altezza proscenio (FOH) 

– 2 fari (1000w) galleria SX (FOH) 

– 2 fari (1000w) galleria DX (FOH) 

– 2 fari (1000w) galleria fronte palco (FOH) 

– 2 fari per mezza sala (FOH) 

– 8 LED Beam+Wash 19x15W RGBW Zoom 

- 5 in 1^ americana 

- 3 in 2^ americana 

– 1 Wash Led RGBW 12x12w in galleria SX (FOH) 

– 1 Wash Led RGBW 12x12w in galleria DX (FOH) 

– 1 Sagomatore LED 250W RGBW in galleria SX (FOH) 

– 1 Sagomatore LED 250W RGBW in galleria DX (FOH) 

– 5 barre led Varytec Giga Bar Pix 8 RGB in 3^ americana 

 
Eventuale materiale a disposizione 

– 1 Hazer BeamZ H2000 

– 1 macchina del fumo BoomTone 

– 16 Parled RGB 

– 4 Mini Wash Led RGBW 

– 2 Wash Led RGBW 12x12w 

– 2 Spot LED 75w 

 
Il teatro NON è fornito di gelatine. 

Le americane sono motorizzate. 

 
VIDEO: 

– Telo per videoproiezione motorizzato montato dietro la 3^ americana. 

– Proiettore Panasonic Full-HD, 5000 ANSI LUMEN 

– Proiettore Optoma ZU820T , 8000 ANSI LUMEN 

– Trasporto di rete video palco-regia 

– Trasporto video wireless 

 
Il teatro dispone di un adattatore VGA-HDMI 

 
SPECIFICHE COLLEGAMENTI: 

– 3 linee LAN Cat.5 da palco (lato DX FOH). 

– 2 linee DMX da palco (lato SX FOH) 

– Trasporto audio analogico da palco a regia, 24 in 8 out (lato DX FOH) 

 

Per chiarimenti e/o informazioni : 

Cellulare +39 376 1754434 

Teatro +39 010 7404707 

Mail tecnici@teatrogovi.it 

Sito Internet                www.teatrogovi.it

mailto:tecnici@teatrogovi.it


TECHNICAL DATA SHEET TEATRO GOVI UPDATED 05/07/2026  

 

 THEATRE: 

 Seating capacity: 374 seats + 6 spaces for disabled guests  

 4 dressing rooms with dedicated facilities and direct access to the stage, stage 

left (FOH)  

 Wooden beam stage with 3mm linoleum carpets available upon request (at 

least 2 weeks in advance).  

 Loading/unloading via convenient street-level security door directly into the 

stalls, daytime hours only. After 22:00, we recommend using the main 

entrance.  

 Control room located at the level of the last row of seats at the back of the 

hall.  

It is NOT permitted to screw or nail anything into the wooden floor. 

Emergency exits must be KEPT CLEAR of obstacles or cable paths at all 

times.  

STAGE:  

 Scenic space: 12 m width, 10 m depth, 6 m height  

 The theatre is equipped with a fly system (graticcia) only in the rear part  

 3 wings per side  

 Curtain on a track, red fabric with gold decorations, manual movement on the 

left (FOH) of the stage  



 

 

 

TECHNICAL EQUIPMENT ELECTRICAL PANEL & CONNECTIONS:  

 Theatre power supply: 60kW three-phase.  

 CEE sockets available on both sides of the stage:  

o Right Side (FOH): 2x 3P+N+E 400 V 32 A ; 3x 2P+T 230V 16A  

o Left Side (FOH): 5x 3P+N+E 400 V 32 A ; 4x 2P+T 230V 16A 

  

AUDIO:  

 Active audio system:  

o 2 JBL EON715 speakers (proscenium height)  

o 2 JBL EON715 speakers (middle of the stalls)  

o 2 JBL EON718S subwoofers  

 4 speakers/monitors available: Yamaha MSR400  

 3 floor monitors available: Proel WD12AV2  

 3 Shure SM58 wired mics  

 1 Shure SM57 wired mic  

 1 Shure SM58 wireless mic  

 2 handheld tBone freeU HT wireless mics  

 2 tBone free solo 1.8GHz headsets  

 2 generic dynamic microphones  

 8 microphone stands  

 2 DI Box 2ch "Behringer Ultra DI DI-20"  

 Analog audio mixer: 24ch Samson L2400 4 BUS  

 Digital audio mixer: Presonus Studiolive 32S with stagebox  

 The theatre provides only XLR-XLR cables  

 

 

 



 

LIGHTING:  

 Quartz Titan V17  

 Mixer Faster 2448  

 DMX512 Mixer  

 Enttec DMX USB 1 universe  

 1 DMX splitter: all theatre material works on a single universe  

 12 COB RGBWAUV lights  

o 4 on 1st truss  

o 4 on 2nd truss  

o 4 on 3rd truss  

 4 dimmers for theatrical lights (6ch each)  

o 18ch used by existing lights - 8ch available with 2P+T 230V 16A 

socket  

o 3 lights (1000w) on 1st truss  

o 6 lights (3 pairs 1000w each) on 3rd truss  

o 2 lights (1 pair 1000w each) side gallery SX proscenium height (FOH)  

o 2 lights (1 pair 1000w each) side gallery DX proscenium height (FOH)  

o 2 lights (1000w) gallery SX (FOH)  

o 2 lights (1000w) gallery DX (FOH)  

o 2 lights (1000w) gallery front of stage (FOH)  

o 2 lights for half-hall (FOH)  

 8 LED Beam+Wash 19x15W RGBW Zoom  

o 5 on 1st truss  

o 3 on 2nd truss  

 1 LED Wash RGBW 12x12w in gallery SX (FOH)  

 1 LED Wash RGBW 12x12w in gallery DX (FOH)  

 1 LED Profile 250W RGBW in gallery SX (FOH)  

 1 LED Profile 250W RGBW in gallery DX (FOH)  

 5 LED bars Varytec Giga Bar Pix 8 RGB on 3rd truss  

 Additional available material:  

o 1 Hazer BeamZ H2000  

o 1 Fog machine BoomTone  

o 16 Parled RGB  

o 4 Mini Wash Led RGBW  

o 2 Wash Led RGBW 12x12w  

o 2 Spot LED 75w  

 The theatre is NOT provided with color gels.  

 The trusses are motorized.  

 

 

 

 

 



VIDEO:  

 Motorized video projection screen mounted behind the 3rd truss.  

 Panasonic Full-HD Projector, 5000 ANSI LUMENS  

 Optoma ZU820T Projector, 8000 ANSI LUMENS  

 Stage-to-control room video network transport  

 Wireless video transport  

 The theatre has a VGA-HDMI adapter  

CONNECTION SPECIFICATIONS:  

 3 LAN Cat.5 lines from stage (Right Side FOH)  

 2 DMX lines from stage (Left Side FOH)  

 Analog audio transport from stage to control room, 24 in 8 out (Right Side 

FOH)  

For clarifications and/or information:  

 Mobile: +39 376 1754434  

 Theatre: +39 010 7404707  

 Email: tecnici@teatrogovi.it  

 Website: www.teatrogovi.it  
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